
Washington State Department of Transportation
State Materials Laboratory

PO Box 47365 Olympia WA 98504 / 1655 S. 2nd Ave   Tumwater WA 98512         

013.01Bid Item No :Davari, MoeProject Engineer :
PG0150116Lab Number :

00000119dd7Sample ID :008721Work Order :
SOUTH CENTRAL CHIP SEALSection :

Date Received :

State Route No :

Local Agency No :
Org Code :

000

454306 6/10/2015

Paving Asphalt Test Report

Result Code:

6/17/2015

Meets Specifications Kurt R. Williams, P.E.

State Materials Engineer

Steven J. Davis

Bituminous Materials Engineer

(360) 709-5424

Date :

Phone :

Penetration = 140 dmm, Specification 100 - 150
Elastic Recovery @ 10 C

Remarks :

Billing Code
T124 - 1

T134 - 1

T173 - 1

Material:  AC 15-P   

1

Western States Asphalt

Acceptance No:

Supplier:

Certificate No :

Date Sampled:

138497

6/5/2015

Manufacturer: Exxon Cenex, Billings MT

ROTATIONAL VISCOSITY @ 135° C,Pas

DYNAMIC SHEAR

C.O.C. FLASH POINT, C

RTFO AGED PROPERTIES :
MASS LOSS AFTER RTFO, %

DYNAMIC SHEAR @
MSCR @ 3.2 kpa @

PAV AGED PROPERTIES :
PAV AGING TEMPERATURE 100° C
DYNAMIC SHEAR @ 

"S", MPa

ORIGINAL PROPERTIES :

"m"

Jnr @ 3.2 kpa @

DIFFERENCE Jnr, %

MSCR and Jnr testing performed at PG base grade temperature

BENDING BEAM RHEOMETER

3 MAXIMUM

RESULTS : SPECIFICATION :
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REPORT ONLY

REPORT ONLY

REPORT ONLY

5000 MAXIMUM
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0.300 MINIMUM
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1.13
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3.02
25.71
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1590
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@ 64°C, kPa

64°C, kPa
64°C

64°C

22°C, kPa

@ -18°C

ELASTIC RECOVERY, % 75 70 MINIMUM


